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RHODIUM

Type
Nom./music power (W)
Frequency response (Hz)
Crossover frequency (Hz)
Efficiency (dB/1W/1m)
Speaker 	 Tweeter
	 Midrange/Woofer
Dimensions (HxWxD) in cm
Base plate	 (HxWxD) in cm
Weight (kg)
Finish

500

2-way bass reflex
100/150
35...38,000
2,500
87
25 mm Ø  alu. dome
2x 155 mm Ø Tit-PP
89 x 14.5 x 28.2
2.5 x 21.5 x 30 
ca. 14
black silk gloss
white silk gloss

400

2-way bass reflex
100/150
38...38,000
3,100
86
25 mm Ø  alu. dome
2x 135 mm Ø Tit-PP
82.8 x 13.5 x 23.2
2.1 x 20.5 x 25 
ca. 11
black silk gloss
white silk gloss

100 BASE

2-Wege closed
100/150
60...38,000
2,200
86
25 mm Ø  alu. dome
2x 135 mm Ø Tit-PP
14.5 x 41x 25.2
-
ca. 6.4
black silk gloss
white silk gloss

200

2-way bass reflex
60/90
48...38,000
2,100
86
25 mm Ø  alu. dome
155 mm Ø Tit-PP
29.4 x 15.5 x 25.7
-
ca. 5
black silk gloss
white silk gloss
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Petite, linear, puristic – the new RHODIUM Series surprises 
and wins over eyes and ears. Despite the compact dimensions, 
the loudspeakers of this series offer a voluminous soundstage 
through the combination of a titanium coated diaphragm with 
a forefront bass reflex port. The 25 mm aluminium dome pro-
vides a first class sound in high frequency ranges. The result: an 
all-round speaker that is perfectly suited for both stereo and 
surround setup. Furthermore, the shapely RHODIUM cabinet 
can be easily adapted and considered for every kind of living 
environment. The silk gloss finish – available in black or white 

– is again a testimony to our technical mastery in the build pro-
cess. A magnetic front panel lies on the entire forefront of the 
loudspeakers like a thin scarf. Chromed spikes, adjustable in 
height complete the noble appearance and improve the sound 
experience with the acoustic decoupling. 

THE RHODIUM Series includes two column loudspeakers, 
one shelf speaker and one centre. All models are made with a 
high-quality metal terminal connections.

QUBE 8

Active  subwoofer, bass reflex, downfire
100/130
30...200
50...200 variable
 
 
220 mm Ø
37.5 x 29 x 35

11
black/white silk gloss
black/white high gloss
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RHODIUM RANGE TECHNOLOGY

·	 􀀹�Extra slender, elegant housing, which has a  mat finish that underscores the design requirements and an especially solid 
construction

·	 􀀹�Clever front cover, which is held in place magnetically
􀀹
·	 􀀹�Aluminium tweeter with special internal dampening and special large corrugation for precise and low-distortion high 

tones reproduction up to 38 kHz

·	 􀀹�Phase plug (diffuser) for linear frequency response and improved off-axis reproduction ensure silky high tones at all lis-
tening angles

·	 􀀹�Titanium-coated polypropylene membrane (compound material) for more precise, detailed sound reproduction and low 
resonances

􀀹
·	 􀀹�The recently developed long-throw 4.5 inch bass/mid-toner gives the RHODIUM 400 a  surprising sound volume, precision 

and low distortion even at high volumes

·	 􀀹�Stylish base plate with precisely worked “real” spikes for better acoustic discrimination

·	 􀀹�Gold-plated, top quality connection terminals
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Height-adjustable spikes
of chromed aluminium


